


Moisture  (Continued from front)

Interior Moisture-Laden Air
The Forest Products Lab in Madison, Wisconsin recognizes that moisture in vapor form is only a problem when it

condenses as free water on cold surfaces. The newer homes built during and after the 1970’s are tighter and more
energy efficient. Condensation problems develop when the temperature
of the exterior wall sheathing falls below the dew point of the indoor air.
(The dew point is that temperature at which the moisture vapor begins to
condense into the liquid phase.)

In the winter, temperatures outside of the home can be below the dew
point of the inside air. To cite an example, if the temperature outside is
25°F and the inside air temperature is 70°F at 48% humidity, a surface
within the wall will be at or below the dew point (49°F). Unless a 
moisture barrier is established on an inside wall, the moisture will migrate
through the drywall or plaster, across the insulation and condense on the
colder surfaces. Moisture barriers of 4-6 mil polyethylene sheets should
be installed before the drywall is up. The moisture barrier must be contin-
uous to be efficient. Any breaks in the film (electrical outlets, around 
windows, etc.) will allow interior moisture to enter the wall cavity and
contribute to coating failure. If the indoor humidity exceeds 45-50% 
during cold weather, moisture problems will begin to appear.

The exterior sheathing can become saturated when moisture does escape
into the walls. It may even freeze there, build up over time, then melt in
the spring when the siding warms up. Peeling and blistering problems in
film-forming paints are likely to occur on the south, east and west walls or
the sun-exposed sides. The heat from the sun will warm the siding and

increase the moisture pressure within the wood. The increased internal pressure will force the moisture to escape to
the outside. As the moisture reaches the stain/wood interface, the moisture will swell
the wood fibers and cause a loss of adhesion. Blisters can form and will eventually
result in peeling.

A good indication that the interior relative humidity is too high is the persistent 
condensation that forms on the interior of double-glazed windows. It is recommended 
that the relative humidity within the home be maintained at 40% or lower, but not so
low that a health problem may occur. Attic vents allow moisture vapor to escape 
before it condenses. One type of attic venting is the gable-end vent. Attic vents 
should provide one square foot of an unobstructed opening for each 150 square feet 
of floor space. Louvers and screens obstruct the opening by as much as 50%, and 
this must be accounted for when installing vents.

To summarize this important topic of moisture control within the home and the 
prevention of stain (paint) problems, the following steps should be taken: 1) proper 
ventilation of bathrooms and laundries to control indoor humidity; 2) the effective use 
of interior vapor retarders; 3) ventilation of crawl spaces and attics, and a dehumidifier 
in damp basements; and 4) regular maintenance of exterior stains, paints, sealants 
and flashing. Homeowners, builders and painting contractors should become better 
educated and more familiar with moisture control. In almost all cases, stain (paint) 
failure can be prevented or rectified by a few simple and basic construction details.
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